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NOTES:
" MIN 1. TRAFFIC SIGNAL POLE., SLIP BASE., AND RELATED HARDWARE
_ HEAVY HEX NUT ARE STATE FURNISHED ITEMS.
WITH LOCK WASHER
POLE CAP o 2. ALL STEEL MATERIALS INCLUDING ANCHOR BOLT THREADS ARE
— HOT-DIPPED GALVANIZED. AVOID DAMAGING THE GALVANIZED
| < | i | FINISH OF MATERIALS DURING TRANSPORT AND PLACEMENT.
D
= & | | | +— BASE PLATE 3. USE CLASS AA(AE) CONCRETE FOR FOUNDATION. CAP CONDUIT ON
| o [ ] 1 BOTH ENDS PRIOR TO PLACING CONCRETE.
| = HEAVY HEX LEVELING NUT 4. USE STATE FURNISHED 54”x 3” SLIP BOLTS. TORQUE EACH BOLT
| WITH STANDARD WASHER TO 40 FT/LBS, RELEASE TENSION, THEN RETORQUE TOQ 80 FT/LBS.
| "
| 17 DIA ANCHOR BOLT 5. SEE STD DWG SN 12B FOR BREAKAWAY SUPPORT STUB HEIGHT
‘ MEASUREMENT.
| TOP GFJ w
TRAFFIC SIGNAL POLE 6. REFER TO STD DWG SL 8 AND SL 9 FOR SIGNAL HEAD DETAILS.
4” STD STEEL PIPEAA\\\ ! FOUNDATION
SCH. 40 (4'%" 0.D.) | DETAIL “A” 7. USE STATE FURNISHED ANCHOR BOLTS.
|
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= | SLIP BOLT WASHER
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